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Measurement name: B6522_D_20261016_M_S Client name:  LED line PRIME
Measurement time: 2026-10-16 09:34:15 Model name:  Oprawa elewacyjna ALVERIS
Report time: 2026-10-16 3CCT(2,7/3K/4K) 2x9W 1800Im 60st
Device: GL SPHERE 2000 SPECTIS 1.0 VIS kwadratowy IP65 Czarny PRIME
Power source: IT7321 AC ITECH Item No: 228108
Ambient Temperature: 22.7 [C] Serial No.: 06103
Made by: Radosfaw Kosnik
Results

CIE 1931 2°observer Other Rendering Indices

X 0.4128 CCT [K] 3161 Ra 83.9

y 0.3910 Chromaticity Error 0.004 R1 83.0

u' 0.2404 Color Peak 600.88 R2 90.6

V' 0.5125 Color Peak Value 34.68 R3 95.8

L 100.00 Color Dominant 582.1 R4 82.7

a 17.80 Luminous Flux [Im] | 1812.97 R5 82.6

b 45,51 Purity 0.412 R6 87.4

X 1913.82 Radiometric 5.5798 R7 85.0

Y 1812.97 PAR R8 63.9

Y 909.91 PPFD R9 13.8

= Luminous Efficacy | 105.8205 Im/W R10 77.2
S'E 1964 1(? 401%508“’” Power W] 17.1325 R11 818
: Power Factor 0.978 R12 66.7

y 0.3867 Current [A] 0.07612 R13 84.9

u 0.2464 Voltage [V] 230.149 R14 97.7

v 0.5116 Duv 0.0015

L 100.00

a 22.76

b 44.68 . :

X 2071.07 M_et_amensm Indices

Y 1911.33 Mivis 2.0

7 96055 Miuv 3.8
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OPTIC LEDline

CRI

839 830 906 958 827 826 874 850 639 138 772 818 66.7 849 977 76.6
Ra R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
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