
- ledowy naświetlacz solarny z czujnikiem ruchu 
i natężenia światła,

- zasilany energią słoneczną,
- każdy z 3 trybów pracy jest zaprogramowany tak, 

aby naświetlacz aktywował się po zmierzchu  
i dezaktywował o świcie,

- kąt / zasięg detekcji: 180 stopni / 8m,
- kąt rozsyłu światła oprawy: 90 stopni,
- łatwy montaż dzięki brakowi okablowania,
- zawiera wymienialny akumulator: 

litowo-jonowy 3,7v / 8000mAh,
- w skład oprawy wchodzą wbudowane lampy 

LED klasy A++ - A,
- nie można wymieniać lamp w oprawie.

- solar LED floodlight with motion and light 
intensity sensors,

- solar powered,
- each of operation modes is programmed 

so that the floodlight activates after dusk  
and deactivates during the dawn,

- angle / range of detection: 180 degrees / 8m,
- 90 degree light distribution angle,
- cordless – easy to install,
- contains replaceable li-ion battery:  

3,7v / 8000mAh,
- floodlight includes built-in class A++ - A LED 

lamps,
- lamps are unchangeable.

MODEL INDEKS POBÓR 
MOCY [W]

BARWA 
ŚWIATŁA

STRUMIEŃ 
ŚWIETLNY [lm]

WAGA 
NETTO [kg]

PAKOWANIE 
[szt.] KOD EAN

MODEL INDEX POWER [W] LIGHT COLOR LUMINOUS FLUX [lm] NET WEIGHT [kg] PACKING [pcs.] BARCODE

SOLAR LED MHC 10W NB KFNSC10NB 10 NEUTRALNA BIAŁA
NEUTRAL WHITE 1080 1,41 8 5902846013822

OPRAWY LED / LED FLOODLIGHTS

SOLAR LED MHC 10W

300 35

215


