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GL SpectroSoft Report

LEDline

Lighting Research & Measurement Center

Spectrum

Measurement name: B6509 D 20261013 R_S Client name: LED line LITE
Measurement time: 2026-10-13 11:15:05 Model name: Tasma LED 320 COB 24V 3000K 8W
Report time: 2026-10-15 IP20 8mm 100m 760Im/m LITE
Device: GL SPHERE 2000 SPECTIS 1.0 VIS Item No: 231436
Power source: IT6333B DC ITECH Serial No.: 15507
Ambient Temperature: 22.7 [C] Made by: Radostaw Kos$nik
Results

CIE 1931 2°observer Other Rendering Indices

X 0.4396 CCT [K] 2954 Ra 91.8

y 0.4038 Chromaticity Error 0.002 R1 92.2

u' 0.2524 Color Peak 618.02 R2 95.4

V' 0.5217 Color Peak Value 17.49 R3 97.7

L 100.00 Color Dominant 583.2 R4 93.1

a 23.13 Luminous Flux [Im] | 859.86 R5 92.2

b 58.21 Purity 0.531 R6 95.1

X 936.01 Radiometric 2.8684 R7 90.7

Y 859.86 PAR R8 78.3

Z 333.60 PPFD R9 50.3

- Luminous Efficac 104.1497 Im/W R10 88.9

CIE 1964 10 observer Power W] s =11 945

X 0.4450 Power Factor B R12 81.9

y 0.4005 Current [A] 0.344 R13 93.2

u 0.2574 Voltage [V] 24 R14 98.1

v 0.5212 Duv 0.0005

L 100.00

a 27.15

b 57.77 : '

X 100517 M_et_amerlsm Indices

Y 904.68 Mivis 2.0

7 349 14 Miuv 3.7
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OPTIC LEDline

CIE 1931

x=0.4396 y=0.4038
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CIE 1960

u=0.2524 v=0.3478
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CIE 1976

u'=0.2524 v'=0.5217
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OPTIC LEDline

CRI

918 922 954 977 931 922 951 907 783 503 889 949 819 932 981 868
Ra R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
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